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SX SERIES  |  GORTRAC® STEEL (open-style carriers)

MODEL BAR STYLE* A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

SX AF / AFS / RB / PR Customer Specified A + 0.58 (15) A - 0.47 (12) 4.6 (6.85)
 

SPECIFICATIONS

*Bar Styles:   AF = Bolted Aluminum Flat Bar      AFS = Snap-In Aluminum Flat Bar        
RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

HEIGHT R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

110 3.47 (88) 10.13 (257) 9.16 (233) 18.90 (480)

135 4.87 (124) 12.93 (328) 10.56 (268) 23.29 (592)

170 6.78 (172) 16.75 (425) 12.47 (317) 29.29 (744)

200 8.34 (212) 19.87 (505) 14.03 (356) 34.19 (868)

245 10.59 (269) 24.37 (619) 16.28 (414) 41.25 (1048)

275 12.06 (306) 27.31 (694) 17.75 (451) 45.87 (1165)
 

24.0
(7.32)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 kg

/m
)

0

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

21.0
(6.40)

15.0
(4.57)

9.0
(2.74)

3.0
(0.91)

18.0
(5.49)

6.0
(1.83)

12.0
(3.66)

SX SERIES – WEIGHT LOAD

PART NUMBER CONFIGURATION:
Model Bar Style Bar Width Height Separators Length Bracket (fixed) Bracket (moving)

SX RB 3.25 170 1 120.00 #1IN #1IN

Following above example, add dashes. Part number =  SX-RB-3.25-170-1-120.00-#1IN-#1IN
Bar width is specified in inches, to two decimals.
Separators per link specified; use ‘0’ for none.
Carrier Length (between flanges) is specified to two decimals in inches. Total number of links depends on pitch length.
Specify arrangement # and mounting hole direction (IN or OUT) each bracket.



7979Phone: 262-786-1500 or 800-298-2066  |  Fax: 262-786-3280  |  Email: sales@dynatect.com  |  www.dynatect.com

SX SERIES  |  GORTRAC® STEEL (open-style carriers)

CARRIER CROSS SECTION

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

TOP VIEW MOUNTING BRACKET

3.20 (81) AF/AFS=2.00 (51) RB=1.94 (49) PR=1.76 (45)

0.19 (5)

U

A

C

0.19 (5)

Optional Separator

1/2 Total Travel 1/2 Total Travel K

HR

Support Surface

CL

Pitch Length
4.00 (102)

Total Travel

Moving End

Fixed End

Recommended Clearance
Above Track 4.00 (102)

Fixed End Moving End

0.41 (10) X 0.88 (22)
Slots Typ.0.63 (16)

4.25 (108)
3.00 (76)

A
A-
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(64)

A-
1.12
(28)

A+
1.36
(35)

A+
2.50
(64)

A-
2.50
(64)

A-
1.36
(34)

A+
1.12
(28)

A+
2.50
(64)

1.50 (38)

6.00 (152)
3.87 (98)

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward (IN)

Mounting Holes
Outward (OUT)

Dimensions in inches (mm)


