DYNA )

DYNAMIC EQUIPMENT PROTECTION

TS SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

PART NUMBER CONFIGURATION:

Model Bar Style Bar Width Height Separators Length Bracket (fixed) Bracket (moving)
TS MB 9.79 245 0 101.50 #2IN #2IN

Following above example, add dashes. Part number = TS-MB-9.79-245-0-101.50-#2IN-#2IN

Bar width is specified in inches, to two decimals.

Separators per link specified; use ‘0’ for none.

Carrier Length (between flanges) is specified to two decimals in inches. Total number of links depends on pitch length.
Specify arrangement # and mounting hole direction (IN or OUT) each bracket.

SPECIFICATIONS

MODEL BARSTYLE* inche:\(mm) inchesc(mm) Ib‘/Af’tEEI?gI.I/In)

s MB 293 (74) 445(113) 2403.57)

s MB 3.87(98) 5.35(136) 2503.72)

s MB 480(122) 633 161) 260 (387)

s MB 6.36 (162 7.89 200) 270(402)

s MB 7.62(194) 9.14(23) 280(417)

s MB 8.05 (205) 9.57 (243) 285(425)

s MB 9.79 249) 1132(288) 290(432) o

Shown with optional

s MB 11.01(280) 1253318) 2,95 (4.39) modular sliders.
s MB 1148 (292) 13.00 330) 3.00 (4.46)

s MB 11,68 (297) 1321(336) 3.00 (4.46)

s MB 1357 (345) 15.09 383) 310 (461)

s RB/PR | Customer Specified A+152(39) gﬁijg ((i?)f)))

5| s | menaa| B | pem

s PLUAP | Customer Specified A+1.59(39) Ef\i‘;g ((69‘;‘%

*Bar Styles (Top and Bottom):

MB = Snap-In Plastic Flat Bar RB = Bolted Aluminum Round Bar PR = Poly Roller over Bolted Aluminum Round Bar
AF = Bolted Aluminum Flat Bar ~ AFS = Snap-In Aluminum Flat Bar

PL = Plastic Lid (Enclosed-Style Carrier) AP = Aluminum Armor Plate (Enclosed-Style Carrier)

CL
m |nche5 (mm) |nches (mm) |nches (mm) inches (mm)

110%** 3.88(99) 11.00 (279) 9.56 (243) 20.30(516)
1407** 5.38(137) 14.00 (356) 11.06 (281) 25.01(635)
170 6.81(173) 16.88 (429) 12.50(318) 29.53 (750)
200 8.31(211) 19.88 (505) 14.00 (356) 34.24(870)
245 10.56 (268) 24.38(619) 16.25 (413) 41.31(1049)
275 12.13(308) 27.50(699) 17.81(452) 46.22 (1174)
360 16.13 (410) 35.50(902) 21.81(554) 58.78 (1493)

***The following options are not available with 110 and 140 curve heights: modular sliders, aluminum armor plates, plastic lids.

MODULAR LOW-FRICTION TS SERIES - WEIGHT LOAD

SLIDERS = 350
> (52.09)
Modular sliders are often used in long = N
travel applications in which chain bands § 15.0 \
glide on each other. Sliders are - (2232) \
manufactured from special plastic material that is wear-resistant and % 50 \\
provides a low coefficient of friction. Not only do they reduce tow force o (7.44)
and wear, but they are removable and easy to replace. %
When adding sliders to TS Series, add 0.20” (5 mm) to overall track width ;g: (2].573) \\
(<’ dimension). 0 20 40 60 80 100 120 140 160

(0.61) (1.22) (1.83) (2.44) (3.05) (3.66) (4.27) (4.88)
UNSUPPORTED LENGTH — FT (m)
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DYNA )

DYNAMIC EQUIPMENT PROTECTION

TS SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

CARRIER SIDE VIEW Dimensions in inches (mm)
Total Travel ——483 M e K————
1/2 Total Travel ———mm | ~a————— 1/2 Total Travel ————mm!
Recommended Clearance ’
Pitch Length
Above Track 2.50 (64) 4.06 (103)
Travel/2 + CL (+ Offset Distance ————
From Center*) = Length
Dynatect recommends mounting the stationary
end of the carrier at the center of travel, Fixed End
minimizing the required length. In cases where Support Surface
center mounting is not possible, add the distance
offset from center to the carrier length calculation.
CARRIER CROSS SECTION
C C
< A A
MB=|I| aF/AFs = 325 PL= AP~ 3.5
2.19 222 (56) . (83) 2.13 2.22 (83)
(56) (58) (Sf) (56)
i N
Dynatect | - il l
ynatec 1| N 1| ;
Recommends: = e — = — = —l
- 10% Cable Clearance 0.18(5) 0.19(5) 0.1303) 0.50(13) 0.19(5)
« 20% Hose Clearance
« 60% Maximum Fill Note: Crossbars shown with optional separators
TOP VIEW MOUNTING BRACKET
Moving End When Even Number of Links
Fixed and Moving End 4.04
R R N R S
r ﬁ} e — T
) | o)
A+ A+ A- - A- A- A+ A+
372 242 o051 181 A 218 (55) 088 204 3.34
94) (61) (13) (‘;6) ‘ v (2V2) (52 (85)
L o
ﬂ}*\?’ 1.97 (50) ?@%7
0.44 x 0.80 (11 x 20) Slots Typ. 2.95(75)
BRACKET ARRANGEMENTS
Mounting Holes Mounting Holes
Inward (IN) Outward (OUT)
M M M ﬂ Standard Mounting Bracket Arrangements
1 6 ©) 2 OIO) 3 IO, 4 OI0)
2 2 2 2
1 | | I 5 5 5 5
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